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FOREWORD 

This manual is published for the information and guidance of personnel 
whose duties involve the use, maintenance and repair of the M10 SMG 
and tie Ml I SMG. Disassembly, assembly, cleaning and minor repairs 
may be undertaken in the field. 

In all cases where the nature of the repair or adjustment is beyond the 
scope of facilities of the unit, the Manufacturer should be informed in 
order that trained personnel with suitable tools and equipment may be 

provided. 
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1. INTRODUCTION 

borough ,n comp«t subnuchine gun design. The MIO is 
arable ,n 9MM Para and .45 ACP calibers, .he M 11 in .380 ACT 

a^ts^fi m JSl to mm ' °< dUn,bl< ""• «™>™ctio„ and 
are easy 10 lire, either in semi or full automatic mode 
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The compact size of the MAC submachine guns makes them 
especially suitable foe tank crew, gun and mortar crews, etc. and their 
sdecl.vc lire capability makes ihem an excellent weapon ibi 
polic* use. 

The addition of a noise suppressor further erilunces the 
performanance, reducing the noise and eliminating muzzle Hash. 

The weapon operates on the straight blowback priniciple and is 
magazine fed. 
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CONSTRUCTION 

The weapon consists of the following major components: 

Band , Receiver, Bolt, Frame, Firing Mechanism, Magazine, 
and Extendable Stock 

A sling swivel is attached to the barrel and receiver assembly. The 
front end of the barrel is threaded to accept a suppressor. The 
receiver is fitted with a fixed front sight and houses the bolt, recoil 
spring, buffer and ejector rod. Tne frame carries the receiver group, 
trigger mechanism, magazine housing, stock guide, and safety 
assembly. 

The trigger mechanisms consist of sear, sear spring, selector lever, 
retainer, trip, trigger, trigger pin, trigger spring, and disconnector. 

The stock is designed to telescope into the frame when not in use 
thereby reducing the overall size of the weapon. 

The bolt assembly on the Model 10 and Model 1 1 is fitted with a 

cocking handles. Both models have fixed firing pins. TTie extractor on 

the Model lOoperatesontiieleafspririgpnadpkwhilethe Model II 
utilizes a compression spring. 

Tne magazine for the Model 10 .45 ACP and Model 1 1 .380 ACP 
caliber are both of the double column single position feed type, 
while the Model 10/9MM Para caliber is of the double column two 
position feed type. 
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OPERATION OF THE WEAPON 
A. Loading Magazines 

9MM Para — 32 rounds capacity 

Hold the magazine in one hind, insert the cartridge, one at a 
time through the mouth of the magazine eriaiirfng that the 




FIC.l Pushing Cartridge Under Magazine Feed Up* 
LOADING MAGAZINES 

.45 ACP - 30 Rds. Capacity 
-380 ACP - 32 Rds. Capacity 

Place the magazine loader on top of the magazine, then place the base 
of the magazine on a firm surface. Push down on the loader to depress 
the magazine follower. Insert a cartridge, base first, into the magazine. 
JJlt the loader, and push the cartridge all the way into the magazine, 
rush down on the loader, depressing the cartridge and magazine 
follower. Repeat the operation (Fig. 2) until the magazine U full 




FIG. 2 



ft* Down On Under, Insert Cartridge 



Stock Assembly 

Hold weapon in left hand with right hand press inwards on 
right side of wire form butt near the pivot to allow wire form 
stock to rotate clockwise to normal firing position. (See Fig. 

3) -*, . 

StflJ holding weapon in left hand depress stock latch button 
and extend stock assembly using right hand- (See Fig. 4) 




FIG. 3 Disengaging rtir. Fo*m from Retaining Pin 




FIG. 4 Extending Stock Assembly 



C. Loading and Cocki ng the Wea poa 

Move frame safety lever to 'fire' position. Holding the gun by 
the pistol pip in the tight hand and keeping the index finger 
outside the trigger guard pull back on the cocking handle to 
the rear with the left hand untfl the bolt a held to the rear by 
. the sear, (See Fig. 5) Move safety lever to 'safe* position. 

Insect loaded magazine in its housing untfl the magazine catch 
engages magazine. (See Fig. 6) Select *semT or 'auto' fire at 
required, move frame safety to 'fire' position. 

The gun ii now ready to Are. 



D. Charging the Weapon 




FKJ. 5 
E. Inserting the Magazine 




FIG. 6 



F. Hacuigtfc*We«poaim"Safc w 

The safety is located on the right of the underside of the 
frame, it moves front to back, front a the *fee* position and 
back is the 'safe' position- (See Fig. 7) 
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G. Removal of Hagazfase 

Grasp magazine in left hand and with left thumb 
magazine catch to release magazine. (See Fig. 8) 



press 




FIG. 8 



x 



H. Fire Selector Lev* Operation 

Located on the left side of the frame the selector is rotated to 
select 'send' automatic or 'fuiT automatic fire. (See Fig. 9) 
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FIG. 9 



Faring (be SubauchoK Gun 

As the bolt is moved back to the cocked position, the recofl 
spring a compressed and the sear engages the sear notch of the 
bolt. When the trigger is pressed, the sear releases the bolt, 
which is driven forward by the recoO spring. During this 
forward movement, the bolt strips a cartridge from the 
magazine into the chamber. The bolt continues forward and 
flies the cartridge. When the cartridge is fired, the chamber 
pressure forces the bullet out of the muzzle of the barrel. At 
the same time, this pressure overcomes the forward movement 
of the boh and starts it to the rear. By the time the bolt and 
empty case have moved to the rear fir enough to open the rear 
of the chamber, the bullet has left the barrel , and the chamber 
pressure has diminished. (In the submachine gun, the chamber 
pressure is relatively low and the bolt is relatively heavy; this 
eiuninates the need for positive locking and unlocking.) During 
the rearward movement of me boh, the empty cartridge case is 
extracted and ejected, the recoi spring is compressed and the 
top round in the magazine moves up against the lips of the 
magazine. The rearward movement of the bolt is stopped by 
contact with the buffer plate. 
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J. Marfunctiom 

Malfunctions are usually the result of worn parts oriimwopw 
care of the gun. A knowledge of how the gun functions 
enables the user to classify and correct the malfunction. Usted 
below are the types of mai functions which might occur. 

1. Failure to Feed. The top cartridge ha the magazine is not 
positioned up and m front of the boll. Most ntalrunctioos 

of the submachine gun are failures to feed caused by a 
defective or dirty magazine. 

Failure to Chamber. The top cartridge fi ram the maaszine 
is not seated in the chamber. 

Failure to Fire. The cartridge is chambered but does not 
fire. 

Failure to Extract If the cartridge fires, the chamber 

pressure will normally push the empty cartridge case out 

of the chamber. If the cartridge case is not completely 

removed from the chamber and the bolt is retracted, then 

there is a failure to extract. Tnss malfunction seldom 
occurs. 

Failure to Eject. The empty cartridge case is not ejected 

from the weapon. 

6. Failure to Cock. If the bolt is retracted and is notheldby 
the sear, or If, during firing, the bolt does not move to the 
rear far enough to clear the lop cartridge in the magazine. 
the gun fafls to cock. 

Common Malfunctions. The three most common malfunctions 
are: 

1. Failure to teed - usually caused by a defective 

magazine. 

2. Failure to fire- usually caused by defective 

ammunition, 

3. Failure to cock - usually caused by low-powered 
ammunition. 



5. 
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Causes of Malfunctions- The f oOowing chart lists common 
causes of Tin cws malfunctions ind corrective action. 



Hat- 
function 



Corrective 
Action 



Failure 

to feed. 



Failure 

to chamber 



Failure 

to ftre 



Failure 
to extract 

Failure 
to eject 

Faiure 
to cock 



Dirty or denied magazine 
Weak: or broken magazine spring 
Worn magazine notch 
Corroded ammunition 
Worn or broken magazine catch 

Dirty chamber 
Obstruction in chamber 
Weak recoil spring 

Defective ammunition 
Defective firing pin 
Weak recast spring 

Broken extractor 



frota ejector 

Broken or missing extractor 

Worn sear 

Worn sear notch 

Bent guide rods 

Low powered ammunition 



Replace magazine 
Replace magazine 
Replace m a g azi n e 
Replace ammunition 
Replace magazine catch 

Clean chamber 
Remove obstruction 
Replace recoil spri J 

Replace arnmuniti- l 

Replace bolt 

Repl ace recoil spring 

Replace extractor 



R*pi*ce ejector 
Replace extractor 

Replace sear 
Replace bolt 
Straighten 

KfiUBLa? ifTUQUIUUOO 



Prevention of Malfunctions. Periodic mapectlon and proper 
care and cteanzflg will reduce the rwtsxbuity of the sub- 
machine gun malfunctioning. 



II 
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STRIPPING AND REASSEMBLING 

The Mode* 10 and Modd 1 1 have been designed so that no special 
tools are necessary in order to strip or reassemble the weapon. 

Stripping 

tt f °r^^ ^ 1" 1? V0B * mWe ** ***** and <*«* 
tr» barrel chamber by looking through the EJECTION PORT to 

make sure there a no (Ire round in the wapon. "*' ' 

A- Field Strip pi rag consists of 

1) Remo^UprwRewrver (Cock Weapon) 

Push recefwr pin catch back and remove receiver pin. (See 
Fig. 10) 

Lift upper receiver from frame. (See Fig. 1 1) 




WG.10 RsfnortnfPai Securing. Itecsswr Group 




FIG.11 Ramoring Bamf and 



Group 






2) Removing the Bolt 

Slide cocking handle to rear of guide slot, rotate handle a 
few degrees and pull from bolt. (See Fig. 12) The boll and 
recoil spring assembly can now be removed from the tear 
of the receiver. (See Fig. 13) 



( 




RG. 12 Removing Cocking Hi mil* 




FIG. 13 Bolt Removed from Raw of Rminr 



3) Irrnii ling the Stock 

To remove stock, depress stock latch button and keeping 
pressure on button pull stock completely out. (See Figs. 3 
and 4) 

"Hie procedure mentioned above is generally sufficient for 
normal maintenance and cleaning. If necessary to clean trigger 
mechanism, removal is as follows: 

B. Trigger Mechaman 

lift retainer and remove selector lever, this also allows removal 
of sear, sear spring and tripping lever. Push trigger pin out of 
the left side for removal of trigger or torsion spring. Note: for 
reassembly, free arm of torsion spring is located on rear side of 
disconnector. Disconnector may be replaced by using a pin 
punch to remove spring pin. 

C. Extractor 

Use pin punch to remove extractor spring pin. 

D. RecoH Spring 

Compress spring and move guide rod clear of bolt and use pin 
punch to remove spring pin from guide rod. 



E, 



Receiver Pin Catch 

Use pin punch to remove spring pin. 



Magaziae Catch 

Use flat bladed screw-driver to remove screw in hand grip for 
to catch. 



F. 



G. Safety Catch 

Use pin punch to remove catch spring pin. 

H. Stock Latch 

Press down Hghtly at center of pia and slide to either side to 
remove letaining pin. Invert frame and latch will drop out. 

I. Magazine 

M10/9MM Para, Mil .380 ACP 

Depress stud in floor plate and slide plate from the magazine 
body, lweping finger over the bottom of the magazine toprevent 
magazine spring from flying out. Remove the magazine spring 
and the magazine follower. 



13 



14 



M1W45 ACT 

lift tfeuab in the flcoc prate by hm^g a screw***** In the ' 

Jj^^^ b«« plrie, pbc% fl» fl^t owr fl» bottom of 
the snsemiae to prevent the raaaftzir* spine from flyine ^it, 

«M» *e maeazmeapri*. and the rnaeejine foiower. 
topoci of A* ipriog corresponds with the dope on the 



teveree order to the strippiuf 



S. REASSEIULV 

Items ere rcrambled hi Ike 



IS k 



foi lettable operation and performance thai the 
iecetw> carera] metatenwSft*. ft ehould be cleaned at the 

end of eadi day's firing. 

the fern need only be **fleld itripped" for thfe saatm^aumce. 



ratUeecan be 



A: Dee crania, rod, patch end solvent Sbftooro 
lienor*! with « bristle eon broth. 

B. SwabbowwtihpafchieiaftlMtatoheat 

C. Utt ufrtf* tttMuted patch tad swab bride of receiver to 

D. ^ctea< dry patr^fry barret art 

B. l«P*o patch with He*tofi aid sw^ 

■Wt Aambrr DeaahH 

A. K«norep««a>r residue wtthtoheotaad patch. 
*- Wpe aD surfaces of bolt to remove carbon. The bolt race 
mould be completely tree of carbon mod other reakhie 

C. WspedryanJarmryaliafcicOBtofcel. 



Itomow reskfajft buld-np on exposed surface, with solvent, 
sonttdcJooL 

B. dean around the feckworic. Ihe weapon is destewd u, 
tolerate hbn dirt to the frame arowp bet excesitve dirt w91 
farmerr (mention. Detail death* fe leqodred after prolonged 
°jW*km MMnprof^ rm^ 



, ; - 



ft 



i 



A. impact m a gi rt n r for 
should be discarded. 

B. Oein lip irea and top of the fafiower. 

C. Wipe with ofly patch. 



•*, 



The suppressor requires no maintenance elr^ than ensuring that 
the bore Is kept dear of obstructions and periodic cleaning with 
bore brum. Inspection must be made with the suppsessor nemovad 
from the weapon. The front end cap of the suppressor it 
replaceable. It should be replaced after eadi 500 roimds of tiring or 
sooner if the noise level has increased sianrflcauuy. 
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ITEM 



M 1 0/45 SUBMACHINE GUN 
ILLUSTRATED PARTS LIST 

A, 

TITLE 











1. 


Receiver 


' 


2. 


Bolt Handle 




3. 


Hanger 


' 


4. 


Barrel 


• 


5. 


Strap Assembly 


6. 


Spring Pin, Barrel 




7. 


Spring Pin, Receiver Pm Catch 




s. 


Compression Spring, Receiver Pin Catch 




9. 


Pin Catch 




10. 


Spring Ptn, Recoil Spring Rod 




11. 


Compression Spring, Bolt Handle Detent 




12. 


Bolt Handle Detent 




13. 


Bolt 




14. 


Spring Pin, Extractor 




IS. 


Extractor 




16. 


Buffer 




17, 


Plate 




18. 


Ejector 




19. 


Guide Rod 




20. 


Compression Spring, Recoil 




21. 


Spring Pin, Bolt Handle Detent 




22. 


Receiver Pin 


" 


-23. 


Button 


-^B^B^t ' * 


24. 


Spring Pin, Safety 




25. 


Frame Assembly 




26. 


Magazine Catch 




27. 


Compression Spring, Magazine Catch 




28. 


Grip 




29. 


Grip Screw 




30. 


Magazine Catch Pin 




31. 


Stock Rail 




32. 


Stock Hinge Pin 




33. 


Retaining Ring 



PART NO. 

150309 

150012 

150395 

150063 

150394 

150032^ 

150032-6 

150025-U 

150039 

150032-5 

150611 

150037 

150073 

150032-6 

150021 

150047 

150024 

150023 

150022 

150616 

150032-2 

150038 

150169 

150032-9 

150081 

150465 

150598 

150068 

1S0043 

150041 

150088 

150462 

150460 



MAC M10-45 ACP 
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IS 



M10/45MM (cont'd) 


\ 2™ 


TITLE 


1 34. 

■ 


Comprodoo Spring, Stock ffinge 


35. 


Wire Form Butt 


1 36. 


Trigger Pin 


li 37 - 


SearHn 


i; 3«. 


Safety Detent Plunger 


39. 


Compression Spring, Safety Detent 


1 40. 


Safety Slide 


i 4i. 


CompreadoQ firing, Seat 


■ 42. 


Sear 


it 43. 


Trip 


1 44. 


Disconnector 


1 45. 


Spring Pin, Dfecomwc tor 


46. 


Tension Spring, Trigger 


i! f-. 


Trigger 


j; 4S. 


Latch 


49. 


Stock, Latch Ffa 


SO. 


Retainer 


51. 


Hunger, Stock Latch 


52. 


Compreaaion Spring, Stock Latch 



ACCESSORIES: (Not Included) 



Magazine Pouch 
Magazine Loader 
Cleaning Rod 
Sbng 

&ppreaaor 



PART NO. 
150612 
150155 
150016 
150252 
150293 
150597 
150158 
150594 
150070 
150268 
150249 
150032-5 
150539 
150448 
150091 
150094 
150269 
150110-1 
150598 



150111 

150072 
150245 

150209 
150459 

150216 
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M10/9MM SUBMACHINE GUN 
ILLUSTRATED PARTS UST 



ITEM 



i ! 
it 

!f 



■ £j 



TITLE 



PART NO. 



t. 


Receiver 


150309 


2. 


Bolt Handle 


150012 


3. 


Hanger 


150395 


4. 


Barrel 


150005 


S. 


Strap Assembly 


150394 


6. 


Spring Pin, Barrel 


1500324 


7. 


Spring pin. Receiver Pta Catch 


150032-6 


8. 


Compression Spring, Receiver Pin Catch 


150O2S-11 


9. 


Pin Catch 


1S0039 


10. 


Spring Pin, Recoil Spring Rod 


150032-5 


11. 


Compression Spring, Bolt Handle Detent 


150611 


12. 


Bolt Handle Detent 


150037 


13. 


Boh 


150004 


14. 


Sp ri ng Pin , Extractor 


150032-6 


IS. 


Extractor 


150294 


16. 


Buffer 


150047 


17. 


Plate 


150024 


18. 


Ejector 


150023 


19. 


Guide Rod 


150022 


20. 


Compression Spring, Recoil 


1S0S80 


21. 


Spring Pin, Bolt Handle Detent 


150032-5 


22. 


Receiver Pin 


150038 


23. 


Button 


150169 


24. 


Spring Pin, Safety 


150032-9 


25. 


Frame Assembly 


150010 


26. 


Magazine Catch 


150077 


27. 


Compression Spring, Magazine Catch 


150598 


28. 


Grip 


150068 


29. 


Grip Screw 


150043 


30. 


Magazine Catch Pin 


150041 


31. 


Stock Rail 


150088 


32. 


Stock Hinge Pin 


150462 


33. 


Retaining Ring 


150460 


34. 


Compression Spring, Stock Hinge 


150612 


3S, 


Wire Form Butt 


150155 


36. 


Trigger Pin 


150016 


37. 


Sear Pin 


150252 


38. 


Safety Detent Plunger 


150293 
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M10/9MM (Cont'd) 
ITEM 



TTTtE 



39. 

40. 

41. 

42. 

43. 

44. 

45. 

46. 

47. 

48. 

49. 

50. 

SI. 

52. 



Compression Spring. Safety Detent 

Safety Slide 

Compression Spring. Sear 

Sear 

Trip 

Disconnector 

Spring Pin, Disconnector 

Torsion Spring, Trigger 

Trigger 

Latch 

Stock Latch Pin 
Retainer 

Plunger, Stock Latch 

Cc*m>nmian Spring, Stock Latch 



ACCESSORIES: (Not Included) 

Magazine, Watther Converrion 
Magazine Pouch 
MipziM Loader 
aeaningRod 






Suppressor 



PART NO. 

150597 
150168 
* 150594 
150070 
150268 
150249 
150032-5 
150539 
150448 
150091 
150094 
150269 
150110-1 
150598 



150115 
150072 

No Req'd. 

150209 

150459 

150217 
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ITCH 

I. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

9. 
10. 
11. 
12. 
13. 
14. 
15. 
16. 
17. 
18. 
19. 
20. 
21. 
22. 
23. 
24. 
25. 
26. 
27. 



Mil .380 SUBMACHINE GUN 
ILLUSTRATED PARTS LIST 






TITLE 

Receiver 

Bolt Handle 

Hanger 

Barrel 

Strap Assembly 

Spring Pin, Barrel 

Spring Pin, Receiver Pin Catch 

Compression Spring, Receiver Pin Catch 

Pin Catch 

Spring Pin, Recoil Spring Rod 

Compression Spring, Bolt Handle Detent 

Bolt Handle Detent 

Bolt 

Extractor 

Compression Spring, Extractor 

Buffer 

Plate 

Ejector 

Guide Rod 

Compression Spring, Recoil 

Spring Pin, Extractor 

Spring Pin, Bolt Hamfle Detent 

Receiver Pin 

Button 

Spring Pin Safety 

Frame Assembly 

Magazine Catch 



PART NO. 

150308 

150121 

150396 

150172 

150393 

150032-7 

150032-6 

150025-8 

1S0133 

150032-3 

150618 

150146 

150120 

150129 

150614 

150055 . 

150148 

150176 

150175 

150617 

150032-6 

150032-1 

150177 

150169 

150032-9 

150173-1 

150077 



MAC M1V380ACP 
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Mil 380 (Cont'd.) 




ITEM 


TITLE 


PART NO. 


28. 


Compression Spring — Magazine Catch 


150598 


29. 


Crip 


150139 


30. 


Grip Screw 


150O43 


31. 


Magazine Catch Pin 


150041 


32. 


Stock Rail 


150162 


33. 


Stock Hinge Pin 


150463 


34. 


Retaining Ring 


150460 


35. 


Wire Form Butt 


150534 


36. 


Trigger Pin 


150179 


37. 


Sear Pin 


150248 


38. 


Safety Detent Plunger 


150293 


». 


Compression Spring. Safety Detent 


150597 


40. 


Safety Slide 


150189 


41. 


Compression Spring. Sear 


150599 


42. 


Sear 


150134 


43. 


Trip 


150264 


44. 


Disconnector 


150249 


45. 


Spring Pin, Disconnector 


150032-5 


44. 


Torsion Spring, Trigger 


150615 


47. 


Trigger 


150135 


48. 


Latch 


150145 


49. 


Stock Latest Pta 


150180 


SO. 


Retainer 


150270 


51. 


Plunger, Stock Latch 


150110-2 


$2. 


Compression Spring, Stock Litch 


150S98 


ACCESSORIES: (Not Intruded) 




Magazine 




150113-1 

(32 id.) 


Magazine 




150113-2 

(16nL)opC 


Magarin* Pouch 


150072 


Magazine Loader 


150197 


Cleaning Rod 


150209 


Sting 




Not Roq'd. 


Suppressor 


150218 




SUPPRESSOR SHOWING REPLACEABLE END CAP 



Suppressor M-10/9MM 

End Cap 

Suppressor M-10/45 ACP 

End Cap 

Suppressor M-1I/.380 ACP 

End Cap 



150217 
150225-1 

150216 
150225-2 

150218 

150225-1 



:s 



2<> 



' 



I 1 

! 






150461 - Body 







150098- 
Fol lower 



150100- 

Spring 



150099 

Floor 

Plate 



MIO-45 ACP 

2 T 



1S0237 - Body 



150116 - 

Follower 




150297- 
Floor 
late 
Retained 



150240- 
Floor 

Plate 



MI0-9MM 

2ii 







f 






150140 
Spring 

(-1)32 

(-2) U 





150212 (16 
<-Jrd) 

1501BK32 
rd) 
Floor Plate 
Retainer 



50144 
Floor Plate! 



Mil -.380 



1 



h 



